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City of Helotes

Oevelopment Services
robman SIGN PERMIT APPLICATION
otes, TX 7
E"Lg‘g?;;% ! Sign A dn?isij:rl:;}fvl: ?’?‘;)cedures
Name of Applicant: _ Jzmz ¢ _M Date: 3//4/ /7
Sign Location Address: /2596 7 IBardera Bl  Flelp res Tt
Legal Description:  Lot#: Block #: CB/NCB #:

Use of Building: élgl«w Lhte ReppeSe (abwi Ton
No. of Businesses: 745~ Zoning: _&3 i ,  Jusovy; yuslosne
Name of Property Owner: C_{ I{{f&'_LP e e e Liomi B EE_" _ Phone #:
Property Owner's Address: (2050 Vine Justisp spe 0T Sivn Massunso ¥ 7975 >
Name of Sign Contractor: 5 ijﬂ_m 2ol coe— =

Contractor’s License #: ) ) Phone #: 7/3- 4 &7- /5%

E-mail Address: i : —
Contractor’s Business Address: / 0‘_’_/ Wt Loep Sowutk, Sie 570 Aleston , TY 770C7

Type of Sign: [_] Monument, Multi-Tenant [+ Wall Mount [] Window [ Residential Entry
[}"Monument, Single Business [ ] Hanging [] Public/ Non-Profit Signage
[] Traffic Control [ Projecting [] Miscellaneous Signage
] Other

Linear Feet of Building or Lease Space Frontage: 2RO '

Sign Dimensions: Square Footage: Height: Sign Colors:

SignText: _Seyvice Firdt,  Dorvechtonal - L e S

Non-IHuminated Sign: [ ]  Illuminated Sign: [} Type of Lighting:

Applicant must attach the following documents:

¢ Thirteen (13) sets of pians indicating sign size, color, type of material, and its parts; message size and style
of lettering; type of lighting; method of attachment; associated landscaping.

* Thirteen (13) sets of color sketches, color photographs, or similar scaled presentation of the sign and
building that shows how each would appear in relation to the other.

* Site plan showing location of proposed sign and copy of plat, if available, to determine easement locations.

*  Written consent from the property owner.

—
Applicant’s Signature: ‘7-/2"'4 Date: __z/g g 7
Printed Name: Jurres, Ak _ Phone #:. 24/ g1/ 8252
Applicant’s Address: __ ¢/52, - _égta_ﬂm W d

Note: Al exterior signage requires Planning & Zoning Cormission and City Council approval prior fo permitting and installation. The
Commission meets on the 1st Tuesday of each month, and the deadline submittal date is 14 calendar days prier (o the meeting date,




Ernest Cruz

From: City of Helotes <info@helotes-tx.gov>

Sent: Tuesday, April 23, 2019 4:23 PM

To: Ernest Cruz; Belenda Parker

Subject: New Form Submission: Sign Variance Form

Someone submitted the Sign Variance Form form. /5 «.& r)(
Date: 04/23/2019 4:22 PM (L

el Lk R

Applicant Name:: Cross Development Q*’
Applicant Address:: 4336 Marsh Ridge Rd

Applicant Email:: james@dcrossdevelopment.net

Applicant Phone No.:: 2146148252

Applicant Status:: O

Signage Address:: 12596 Bandera Rd

Property Legal Description:: Lot 1 Block 1 BBVA Compass Bank
Signage Dimensions:: Multiple

Reference the specific code refevant 1o this sign variance request (example: Section 66-46) : 66-45

10 Reason for Sign Variance Request:: Building directional signage exceeds code

1.

Electromc Signature: James Pool

12. Payment: 61.60

Order Confirmation Number: 100000278

(=
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Total Signage Square Footage = 141.025sf
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Hausman Rd
Total Signs: 6
Total Signage SF = 124.98sf

Variances (per Sec. 66-51 B Wall Signs)

*  Five (5) additional wall signs from code allowed one (1) per
frontage elevation

*  Additional 24.98sf from code allowed maximum of 100sf

Bandera Rd
Total Signs: 2
Total Signage SF = 141.025sf

Variances (per Sec. 66-51 B Wall Signs)
*  One (1) additional wall sign from code allowed one (1) per frontage

elevation
*  Additional 41.025sf from code allowed maximum of 100sf
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Hausman Rd — Interior Elevation

Total Signs: 5
Total Signage SF = 51.083sf

Variances (per Sec. 66-51 B Wall Signs)

Five (5) additional wall signs from code allowed zero
(0) per rear elevation

Bandera Rd — Interior Elevation

Total Signs: 3
Total Signage SF = 8.37sf

Variances (per Sec. 66-51 B Wall Signs)

Three (3) additional wall signs from code allowed
zero (0) per rear elevation



DESCRIPTION 3

The All Fisld series is the ideal solution for professional caliber outdoor Catalog # __
sports lighting with features designed with municipal, high school, ! AF 750'40
collegiate and semi-professional outdoor sports venues in mind. Offering
versatility for any outdoor sport including football, soccer, baseball, Project
lacrosse and field hockey, the All Reld luminaire delivers maintenance-

free, professional sports lighting with a great return on investment. CRRERE

Prepared by

SPECIFICATION FEATURES

Construction Feedback Electrical

Solid-state desigh means no Telemetry to monitor health and Ultra-dow EMI noise generation
moving parts and nothing to status of each light is enabled eliminates interference with
wear out or replacs, providing through AirMesh control system surrounding electrical systems
maintenance-free operation for capabilities
hundreds ofthousands of hours Finish

Customization Rugged, weather-tight design
Dptics Multiple control options available ensures durability even i harsh
Custom-engineered optics direct for operational flexibility and fan environments,

light precisely where needed while experience effects
minimizing glare

ALL FIELD
SERIES

SPORTS LIGHTING

DIMENSIONS

N
4

1) )

Clearance for 34" [20mm] Bolt

27" [73rmin] Slot diameter
Clearance for 218" Bait

@ [ &

CERTIFICATION DATA

1P66 Rated

RoHS Compliant

DesignLights Consortium® Qualified®

EPA
Effsctive Projected Area (Sq. Ft ) 14

SHIPPING DATA

Approximate Net Waight:
4EIbs (2041 kgs |

F:T-N

Lo Cwww desigrlights org

TO528001EN
Jsnuary 23, 2018 350 PM



DESCRIPTION

LIGHT S

The Lumark Wal-Pak wall luminaire provides traditional architectural
style with high performance energy efficient illumination. Rugged
dig-cast aluminum construction, stainless steel hardware along with a
sealed and gasketed optical compariment make the Wal-Pak virtually
impenetrable to contaminants. IP66 Rated. Three availahle lamp sources
including patented enargy efficient LED, pulse start metal halide and high
prassure sodium. UL/cUL wet location listed. The Wal-Pak wall luminaira
is ideal for pathway illumination, building entrances, vehicle ramps,
schools, tunnels, stairways and loading docks.

SPECIFICATION FEATURES

Housing

Rugged ona-piece die-cast
aluminurn housing and hinged,
removable die-cast aluminum
door. One-piece silicone gasket
seals the optical chamber. UL 1698
wet location listed and IP66 ingraess
protection rated.

Elactrical

Ballasts, LED driver and related
elactrical components are hard
mounted to the die-cast housing
for optimal heat sinking and
operating efficiency. Wiring is
extended through a silicone gasket
at the back of the housing. Three
1/2” threaded conduit entry points
allow for thru-branch wiring. LED
thermal management system
incorporates both conduction and
natural convection to transfer
heat rapidly away from LED
source, Integral LED electronic
driver incorporates internal fusing
designed to withstand a 6kV
surge test and is Class 2 rated

for 120-277V with an operating
1emperature of -40° to 55°C. Wal-

DIMENSIONS

BOROSILICATE GLASS DOOR {GL)

10"
1254mm]

Py

| o 0
16-5/8" [422mm|

I_Small 11-3/8" (290mm]
Large 12-3/4" [323mm|

E-I°N

Fowaring Businsss Workdwice

Pak LED systems maintain greater
than 93% of the initial light output
after 72,000 hours of operation.

UL listed HID high power factor
ballasts are Class H insulation rated
{high pressure sodium: 250, 400W
[-40°C ! -40°F]. High efficiency HID
ballasts are available in 120, 208,
240, 277, 347 and 480V.

Optical

Highly reflective anodized
aluminum reflectors providae high
efficiency illumination. Optical
assemblies include impact resistant
borosilicate refractive glass,

and fult cutoff IESNA compliant
configurations. Patented, solid
state LED luminaires are thermally
optimized with thrae lumen
packages. HID models are offered
in horizontal medium or mogul-
based metal halide [MP] or high
pressure sodium [HP] lamps.

Door Assembly

Single point, captive stainless steel
hardware secures the removable
hinged door allowing for ease of

FULL CUTOFF DOOR (FC}

0"

16-5/8° [422mm)

o

Small 15" [381mm| J

Large 16-1/4” [414mm|

|25dmm]

Lumark

Catalog #

WP-L-6B-C

Project

SERVICE FIRST

Comments

Prepared by

installation and maintenance.
Door assembly is hinged at
the bottom for easy removal,
installation and rae-lamping.

Finish

Finished in five-stage super TGIC
polyester powder coat paint, 2.5
mil nominal thickness for superior
protection against fade and

waear. Standard color is bronze.
Additional colors availabla in
white, grey, bronze, black, dark
platinum and graphite metallic.
Consult your lighting rapresentitive
at Eaton for a complate selection of
standard colors.

Efficiency Standards Notice
Select luminaires are manufactured
to USA and California efficiency
reguliations,

“www.designlights.org

WP WAL-PAK

27, 32 and 46W

LED

250 - 400W

Pulge Start Metal Halida
250 - 400W

High Pressure Sodium

—
WALL MOUNT LUMINAIRE

TECHNICAL DATA

ULieUL Wet Location Listed

IPES Rated

40*C Maximum Ambient Temperature
Extarnal Supply Wiring 80°C Minimum
EiSA @, ARRA, Title 20 Compliant
LM79 ¢ LM80 Compliant

DasignLights Consortium® Qualifiad*

ENERGY DATA

CWA Ballast Input Watts
200W HPS HPF (250 Watts)
250W MP HPF (283 Watts| ©
400W HPS HPF (465 Watts}
A00W MP HPF (452 Watts) @

SHIPPING DATA
Approximate Net Weight:
31-42 1bsg. {15-19 kgs.]

®

TDE1401BEN
March 2. 2018 10:39 AM



DESCRIPTION

LIGHT S$1

The Galleon™ LED juminaire delivers exceptional performance in a
highly scalable, low-profile dasign. Patented, high-efficiency AcculED
Optics™ system provides uniform and energy conscious illumination to
walkways, parking lots, roadways, building areas and security lighting
applications. IP66 ratad and UL/cUL Listed for wet locations.

SPECIFICATION FEATURES

Construction

Extruded aluminum driver
enclosure thermally isolated from
Light Squares for optimal thermal
performance. Heavy-wall, die-
cast aluminum end caps enclose
housing and die-cast aluminum
heat sinks. A unique, patent
pending interlocking housing and
heat sink provides scalability with
superior structural rigidity. 3G
vibration tested and rated. Optional
tool-less hardware avaitable

for ease of entry into electrical
chamber. Housing is IP&6 rated.

Optics

Patented, high-efficiency
injection-molded Accul ED

Optics technology. Optics are
precisely designed to shape

the distribution maximizing
efficiency and application spacing.
AcculLED Optics create consistent
distributions with the scalability
to meet customized application
requiraments, Offered standard

in 4000K {+/- 276K) CCT 70 CRI.
QOptional 3000K, 5000K and 6000K
CCT

Electrical

LED drivers are mounted to
removable tray assembly for ease
of maintenance. 120-277V 50/60Hz,
347V 60Hz or 480V 60Hz operation.
480V is compatible for use with
480V Wye systems only. Standard
with 0-10V dimming. Shipped
standard with Eaton proprietary
circuit module designed to
withstand 10kV of transient line
surge.The Galleon LED luminaire
is suitable for operation in ~-40°C

to 40°C ambient environments.
For applications with ambient
temperatures exceeding 40°C,
spacify tha HA (High Ambient)
option. Light Squares are IP65
rated. Greater than 90% lumen
maintenance expected at 60,000
hours. Available in standard 1A
drive current and optional 600mA,
800mA and 1200mA drive currents
{nominal).

Mounting

STANDARD ARM MOUNT:
Extruded aluminum arm includes
internal bolt guides allowing for
easy positioning of fixture during
mounting, When mounting two
or more luminaires at 90° and
120 apart, the EA extended arm
may be required. Refer to the

McGraw-Edison

Catalog #

Service First

Project

Comments

Prepaied by

arm mounting requirament table.
Round pole adapter included. For
wall mounting, specify wall mount
bracket option. QUICK MOUNT
ARM: Adapter is bolted directly to
the pole. Quick mount arm slide
into place on the adapter and is
secured vis two screws, facilitating
quick and easy installation.The
versatile, patent pending, quick
mount arm accommodates
rmuftiple drill patterns ranging
from 1-1/2" to 4-7/8" Remoaval

of the door on the quick mount
arm enables wiring of the fixture
without having to access the driver
compartment. A knock-out enables
round pole mounting.

Finish

Housing finished in super durable
TGIC polyester powder coat paint,
2.5 mil nominal thickness for
superior protection against fade
and wear. Heat sink is powder
coated black, Standard housing
colors include black, bronze, grey,
white, dark platinum and graphite
metallic. RAL and custom color
maiches available.

Warranty
Five-year warranty.

3r14° [19mm]
P | Diamater

Hole
151mm]|

J-——TIS‘ [22mm]
1-314

[*—{2] 9/16" [14rmm)
Chamater
Holes

DIMENSIONS ) _
]
3-15/16°
{160mm| l(—/,.—/ l
A 21-3/4" [S53mm| 'a'—,
DIMENSION DATA DRILLING PATTERN
ear 8- -p” Weight EPA TYPE “N"
E":‘tb;:‘:: ros Wi?itln Standard Optional with Arm with Arm
v Arm Length | Arm Length! libs.} Sq. Ft.) AL
15.1/2* IR 10" 33 /
-4 (394mmi | {178mm} {254mm) {150 kgs. } Ll 'c
21.5/8" 7 10° 44 G/—
56 (549mm} | (178mm} {264mem} {20.0 kgs.} 1.00 o 144mm|
o 27-5/8" 7 13 54 . e
{702mm| (178mim} {330mm) {24,5kgs.}
33314 7 16° 83
CHL @©s7mm) | (78mm) {406mm} 128.8kgs } 2

NOTES: 1. Optional arm [sngth 1o be used when mounting two Fixtures 3t 90* on a single pole. 2 EPA calculated

with optional arm langth

E:T-N

Powering Businass Wixidwick

*“www . designlighta.org

GLEON
GALLEON LED

1-10 Light Squares
Solid State LED

AREA/SITE LUMINAIRE

@

LumenSate Tachnology

oLe
CERTIFICATION DATA
UU/cUL Wet Location Listed
1S0O 9001

LM72 / LM80 Compliant

3G Vibrabon Rated

P66 Rated
DesignLights Consortium® Qual fied*

ENERGY DATA

Hectronic LED Driver

0.9 Power Factor

<20% Total Harmontc Distortion
120V-277V 50/60Hz

347V & 480V 60Hz

-40°C Min. Tam perature

40*C Max. Tem peratura

50°C Max. Ten perature (HA Option)

sl
IR IT| TD500020EN
T November 30, 2015 2:24 PM





